6CA5 


Beam Power Tube 


7-PIN MINIATURE TYPE 
GENERAL DATA 

Electrical: 

Heater, for Uni potential Cathode: 

Voltage (AC or DC).6.3 volts 

Current.1.2 amp 

Direct Interelectrode Capacitances (Approx.):* 

Grid No.l to plate.0.5 mi f 

Grid No.l to cathode & grid No.3, 

grid No.2, and heater. 15 /i/if 

Plate to cathode & grid No.3, 
grid No.2, and heater. 9 mif 

Mechanical: 

Operating Position.Any 

Maximum Overal 1 Length.2-5/8" 

Maximum Seated Length . 2-3/8" 

Length, Base Seat to Bui b Top (Excl ud i ng t i p). ... 2" ±3/32" 

Diameter. 0.650" to 0.750" 

Dimensional Outline . See General Section 

Bulb. T5-1/2 

Base.Small-Button Miniature 7-Pin (JEDEC No.E7-l) 

Basing Designation for BOTTOM VIEW.7CV 


Pin 1 - Cathode, 

Grid No.3 
Pin 2-Grid No.l 
Pi n 3 - Heater 



Pin 4 - Heater 
Pin 5-Grid No.l 
Pin 6 - Grid No.2 
Pin 7 - PI ate 


AMPLIFIER — Class A 


Maximum Ratings, Design-Center Values: 

PLATE VOLTAGE . 

130 

max. 

vol ts 

GRID-No.2 (SCREEN-GRID) VOLTAGE . 

130 

max. 

vol ts 

GRID-No.1 (CONTROL-GRID) VOLTAGE: 

Positive-bias value . 

0 

max. 

vol ts 

GRID-No.2 INPUT . 

1.4 

max. 

watts 

PLATE DISSIPATION . 

5 

max. 

watts 

PEAK HEATER-CATHODE VOLTAGE: 

Heater negative with respect to cathode . 

200 

max. 

vol ts 

Heater positive with respect to cathode . 

200 b 

max. 

vol ts 

BULB TEMPERATURE (At hottest point 
on bulb surface). 

, 180 

max. 

°C 

Typical Operation and Characteristics: 

Plate Vol tage. 

110 

125 

vol ts 

Grid-No.2 Voltage . 

110 

125 

vol ts 


RADIO CORPORATION OF AMERICA 

Electron Tube Division Harrison, N. J. 
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